
The frame anchor
with patented ground serrations

The SPAX ® frame anchor: 
Plug-free window  
and doorframe fastening 

Secure, tension free fastening 
through gaps

Accurate positioning and  
durable fastening

Time-saving, universal  
application



The frame anchor
with patented ground serrations

Stone and concrete 
fastening

Pre-drilling 
6 mm diameter

Fastening on wood Frame connection Fastening using lugs

Flat head Cheese head

programme overview

Dimensions 
(mm)

Name Flat head 
(Ø mm)

Chesse head 
(Ø mm)

Packing 
(pcs)

7,5 x   40 mm
7,5 x   60 mm
7,5 x   80 mm
7,5 x 100 mm
7,5 x 110 mm
7,5 x 120 mm
7,5 x 130 mm
7,5 x 150 mm
7,5 x 180 mm
7,5 x 210 mm

SPAX®-RA   40
SPAX®-RA   60
SPAX®-RA   80
SPAX®-RA 100
SPAX®-RA 110
SPAX®-RA 120
SPAX®-RA 130
SPAX®-RA 150
SPAX®-RA 180
SPAX®-RA 210
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accessories

Item

Screw caps, white

Screw caps, black

Name

SPAX®-RA white

SPAX®-RA black

Item No.

5000008000000

5000008000010

Packing 
(pcs)

500

500

SPAX® frame anchors are versatile –  
for example, frames can be connected 
together directly or using lugs.

The screw length consists of the following:

	 Frame width

	 Gap between frame and wall

	 Depth of screw in wall.

6 mm pre-drill diameter. 
The drilling depth equals the depth of 
screw in the wall plus 10 mm 

The following diagram shows the 
minimum length of the screw in the wall 
by material:

Screw length

Frame  
width

Gap

Depth of 
screw in wall

10 mm

Bohr- 
tiefe

Depth of screw in wall

Material	 mm	 20	 30	 40	 50	 60

Concrete

Sand-lime brick

Solid brick

Pumice

Light concrete

Perforated bricks (with at least two walls) 40
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